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MX5

MX6

MX6FX

MX6USB

1 mono input - 2 stereo
input - 2-band EQ on mono
channels - GAIN control
and PHANTOM POWER - 2-
Track IN/OUT

2 mono input - 2 stereo
input - 3-band EQ on all
channels - 1 AUX GAIN
control and PHANTOM
POWER - 2-Track IN/JOUT

24 bit DSP

2 mono input - 2 stereo
input - 3-band EQ on all
channels - 1 AUX GAIN
control and PHANTOM
POWER - 2-Track IN/JOUT -

2 mono input - 2 stereo
input - 3-band EQ on all
channels - 1 AUX GAIN
control and PHANTOM
POWER - 2-Track IN/JOUT
- USB interface

MX12

MX12FX

MX12USB

4 mono input - 4 stereo input - 3-

4 mono input - 4 stereo input - 3-band

band EQ on mono channels - 1
POST-fader AUX - GAIN control
and PHANTOM POWER - 2-Track
IN/JOUT - 75Hz Low cut filter

EQ on mono channels - 1 POST-fader
AUX - GAIN control and PHANTOM
POWER - 2-Track IN/OUT - 75Hz Low
cut filter -24 bit DSP

4 mono input - 4 stereo input - 3-
band EQ on mono channels - 1
POST-fader AUX - GAIN control

and PHANTOM POWER - 2-Track

IN/OUT - 75Hz Low cut filter -
USB interface

IXO23 IXO23SW IXO34 IX34SW
2 way stereo or 3 way 2 way stereo crossover 3 way stereo or 4 way 3 way stereo crossover
mono crossover - CLIP with SUBWOOFER OUT - | mono crossover - CLIP with SUBWOOFER OUT-

LED indicators - PHASE
inversion switches for
HIGH - CD BOOST - Mute
switches at each
frequency ranges

PHASE inversion switches
for HIGH - Subwoofer OUT
- 30Hz Low cut for SUB
and LOW

LED indicators - PHASE
inveersion switches - CD
BOOST - Mute switches
at each frequency ranges

PHASE inversion switches
for MID and HIGH -
Subwoofer out with GAIN -
30Hz Low cut for SUB and
LOW
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ILINK

IHA4 PRO

IHA6 PRO

8 channel signal rooter
Selectable mixer or splitter modes
SPLIT/MIX switch for each channel
8 inputs and 2 outputs mixer
2 input and 6+2 output splitter
Balance/Pan control for each

4 channel headphone amplifier
4 individual channels with input GAIN
and individual output GAIN controls - 3
headphone outputs/channel - DIRECT
IN and Headphone OUT on the front -
Balance control to mix the MAIN IN and

6 channel headphone amplifier
6 individual channels with input GAIN
and individual output GAIN controls - 3
headphone outputs/channel - DIRECT
IN and Headphone OUT on the front -
Balance control to mix the MAIN IN

channel AUX IN - Treble and BASS control at | and AUX IN - Input and output LEVEL
each channel - Input and output LEVEL meter - MAIN OUT is linkable
meter - MAIN OUT is linkable
- . o8
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ICL2 PRO ICL4

2 channel compressor/limiter/expander/gate
Smart Knee Control for most musical and inaudible

compression

Switchable AUTO function - selectable operating level
SRC expander/gate circuit - SGC peak limiter circuit
Very low distortion Voltage Control Amplifier
Accurate multi-segment LED meters for input level, output
level and gain reduction

4 channel compressor / limiter
Smart Knee Control for most musical and inaudible

compression

SGC peak limiter circuit
Very low distortion Voltage Control Amplifier
Accurate multi-segment LED meters for input level, output
level and gain reduction

IEQ215

IEQ231

Graphic stereo 15-band equalizer
Constant Q circuitry with a 3% center frequency accuracy
Control range +6dB/1+12dB selectable
Variable input level control - signal clip pilot
Power off automatic bypass function
Line voltage selectable

Graphic stereo 31-band equalizer with VU meter
Constant Q circuitry with a 3% center frequency accuracy
Control range +6dB/+12dB selectable
Variable input level control - signal clip pilot
Power off automatic bypass function
Line voltage selectable
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D2400

2 x 400W @ 4Q2 RMS
class D amplifier - Automatic
clip-limiter circuit
Switchable LOW frequency filter
at 30Hz - Stereo, Parallel,
Bridge modes
2x240W@8Q
1x1000W@ 8Q - 5,5Kg

D2550

2 x 550W @ 4Q RMS
class D amplifier
Automatic clip-limiter circuit-
Switchable LOW frequency filter
at 30Hz - Stereo, Parallel, Bridge
modes
2x340W@80
1x1500W@ 8Q - 5,5Kg

D4400

4 x 400W @ 4Q RMS class D
amplifier - Automatic clip-
limiter circuit - Switchable

LOW frequency filter at 30Hz -

Stereo, Parallel, Bridge
modes - 4x240W@8Q
2x1000W@ 8Q - 7,9Kg

D4550

4 x 550W @ 4Q RMS class D
amplifier - Automatic clip-
limiter circuit - Switchable

LOW frequency filter at 30Hz -

Stereo, Parallel, Bridge
modes - 4x340W@80Q
2x1500W@ 8Q - 7,9Kg

—_—

a3
B900

20 stabil amplifier - RMS power:
2 x450W@40 - 2 x 310W @ 8Q
2 x 800W @ 2Q - 1 x 900W @ 8Q

\Q.
B1500

2Q) stabil amplifier - RMS power:
2 x 750W@4Q - 2 x 575W @ 8Q
2 x 1400W @ 2Q - 1x1500W @ 8Q 1 x

B600

2Q) stabil amplifier - RMS power:
2x300W@4Q - 2 x 205W @ 8Q
2 x 480W @ 2Q - 1 x 560W @ 8Q

1 x 800W @40

1 x 1400W @40Q

2500W @ 4Q

30Hz Low pass filter - Softstart - Stereo/ 30Hz Low pass filter - Softstart - Stereo/ 30Hz Low pass filter - Softstart - Stereo/
Bridge/Parallel mode Bridge/Parallel mode Bridge/Parallel mode
AS12 AS15
Type: 2 way 12" passive speaker 2 way 15" passive speaker
Power: 250W/500W RMS 300W/600W RMS
Frequency response: 57Hz-18kHz 47Hz-18kHz
Sensitivity (1W@1m): 94.5dB 96.5dB
Impedance: 80Q nominal 8Q nominal (4Q version available)
Max.SPL (cont/peak) 118.5dB / 121.5dB 121dB / 124dB
Low/High: 12" / 1" neodymium 15"/ 1" neodymium
AS10A AS12A AS15A
Type: 2-way 10" active speaker 2-way 12" active speaker 2-way 15" active speaker
Power: 150W RMS 300W RMS class D 350W RMS class D
Frequency response: 65Hz-20kHz 57Hz-18kHz 54Hz-18kHz
Input sensitivity: Line 0dBu/0,775V Line 0dBu Line 0dBu
Max.SPL @ 1m 117.5dB 121dB / 124dB 122dB / 125dB
Low/High: 10"/ 1" neodymium 12" / 1" neodymium 15"/ 1" neodymium
Input: MIC with 3-band EQ & LINE LINE with EQ (FLAT/LOUDNESS) LINE with EQ (FLAT / LOUDNESS)
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AS12MA

AS15SA

RMS class D
FR: 57Hz-18kHz - Max SPL.:
121dB/124dB Low/High: 12"/1”
EQ (FLAT/LOUDNESS)

2-way 12" active monitor 300W

15" active subwoofer
350W RMS class D
FR: 42Hz-125Hz Max SPL.:
121dB/124dB HPF: 80Hz
L-R input, link, output

DSX8A DSX10A
Type: 2-way 8” active vented speaker 2-way 10" active vented speaker
Power: 800W Class D with DSP 800W Class D with DSP
Frequency response: 60Hz-20kHz 55Hz-20kHz
Input sensitivity: Line -6dBu Line -6dBu/MIC -40dBu
Max.SPL @ 1m 124dB 126dB
Low/High: 8"/ 1” compression driver 10" / 1" compression driver
Protection: Thermal/Convection fan/Overload/Dual | Thermal/Convection fan/Overload/Dual
digital limiter/compression digital limiter/compression
DSX12A DSX15A

Type:
Power:

Frequency response:

Input sensitivity:
Max.SPL @ 1m
Low/High:
Protection:

2-way 12" active vented speaker
1000W Class D with DSP
50Hz-20kHz
Line -6dBu/MIC -40dBu
128dB
12"/ 1" compression driver
Thermal/Convection fan/Overload/Dual

digital limiter/compression

2-way 15" active vented speaker

1000W Class D with DSP
48Hz-20kHz
Line -6dBu/MIC -40dBu
130dB
15"/ 1" compression driver
Thermal/Convection fan/Overload/
Dual digital limiter/compression

DSX12SA

DSX15SA

DSX18SA

12" active subwoofer
350W class D HPF: 100Hz
FR: 47Hz-125Hz
Max SPL: 124dB @ 1m
Protection: Thermal/
Convection fan/Overload/
limiter/compression

15" active subwoofer
1000W class D - HPF: 100Hz
FR: 45Hz-120Hz
Max SPL: 128dB @ 1m
Protection: Thermal/Convection
fan/Overload/limiter/
compression

18" active subwoofer
1000W class D-HPF: 80Hz
FR: 40Hz-120Hz
Max SPL: 129dB @ 1m
Protection: Thermal/
Convection fan/Overload/
limiter/compression
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DSX12CMA

DSX215A
12" active vented monitor 2-way 2x15" active vented speaker
350W class D+ B5W class AB 1000W Class D with DSP

FR: 60Hz-20kHz
Max SPL: 121dB
Input level: LINE -6dBu
12" coaxial woofer with 1" driver
Protection: Thermal/Convection fan/
Overload/limiter/compression

FR: 45Hz-20kHz
Inp. sens.: Line -6dBu/MIC -40dBu
Max SPL: 133dB
2x15" / 1" compression driver
Protection: Thermal/Convection fan/Overload/
Dual digital limiter/compression

IPS12A

2-way 12" active speaker
Bi-Amp 250W RMS
Low: 12" with 2” voice coil
High: 1" NEO driver with 1"v.c.
FR.: 56Hz-20kHz
Max SPL: 119dB
Protection: thermal/overload/analog
limiter/compressor

IPS15A

2-way 15" active speaker
Bi-Amp 250W RMS
Low: 12" with 2" voice coll
High: 1" NEO driver with 1"v.c.
FR.: 55Hz-20kHz
Max SPL: 121dB
Protection: thermal/overload/analog
limiter/compressor

IPS12HA IPS15HA

2-way 12" active speaker
Bi-Amp 500W RMS
LOW: Class D 350W RMS
HIGH: Class AB 150W RMS
Low: 12" with 2" voice coll
High: 1" NEO driver , 1,75".c.
FR.: 50Hz-20kHz, FLAT
Max SPL: 123dB

2-way 15" active speaker
Bi-Amp 500W RMS
LOW: Class D 350W RMS
HIGH: Class AB 150W RMS
Low: 12" with 2" voice coil
High: 1" NEO driver , 1,75".c.
FR.: 45Hz-20kHz, FLAT
Max SPL: 124dB

DSP Monitor-Flat-Loudness
Protection: thermal/overload/analog limiter/
compressor

DSP Monitor-Flat-Loudness
Protection: thermal/overload/analog limiter/
compressor

ASX18SA

18" active subwoofer
600W RMS class D
LOW: 18" woofer, 3" Voice coil long excursion
FR: 36Hz-120Hz
Max SPL: 126dB @ 1m
Protection: Thermal/Convection fan/Overload/limiter/compression

Prices and specification are subject to change without any prior notice




